
11515 Adie Road     Maryland Heights, Missouri 63043 
Toll Free 888-473-5378

WWW.QSPONLINE.COM

Heavy-duty swivel casters
(two locking) make it
easier to maneuver.

Specifications:
Model LM-200
Max roller height - 40¼”
Height - 61½”
Width - 31”
Depth - 29”
Lifting capacity - 200 lb.
Rise time - 6 seconds

LM-200
Air Operated

Tire & Wheel Lift
REDUCE INJURY POTENTIAL

IMPROVE PRODUCTIVITY

MOUNT & DEMOUNT WITH EASE

U.S. Patent No. 8,684,654
U.S. Patent No. 9,302,543
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LM-200 FEATURES
Air Operated Tire & Wheel LiftIncrease productivity with 

the LM-200 Tire & Wheel Lift.

The QSP air powered mobile tire lift assists
technicians by making everyday tasks  
much easier.

Maintains raised height when shop air 
is removed.

With heavy tire and wheel assemblies for 
today’s vehicles, it can be difficult and  
dangerous for one person to lift in place.

This lift has steel rollers that are offset from  
the column to allow for easier lug nut access.

Heavy lifting accounts for 20% of all workplace injuries. The LM-200 is a powerful lift 
that can reduce those injuries and will be a workhorse in your shop for many years.


