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Kit Features:  

HO Scale 1:87

2375
“Fidelity of Scale”

It’s Our Promise... Showcase Miniatures/Century Foundry    
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PUSH
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SPECTACLE

BRAD PUSH ROD
PIN WITH 

FLAT PLIERS
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CUT PIN
TO FLANGE

PIN
(SEE NOTE)

SIGNAL
HEAD

INSTALL LED IN 
SIGNAL HEAD

AND HOLD IN PLACE
WITH KRISTAL KLEAR.

ROUTE LED WIRES
OUT OF SIGNAL HEAD 

AND DOWN 1/16” TUBE

PUSH TUBE INTO
SIGNAL HEAD

AND GLUE OUTSIDE
WITH CA GLUE.
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PUSHROD
BRACKET

PUSHROD
BRACKET

ROUTE PUSHRODS
THROUGH BRACKETS
AND HOLES IN BASE

SIGNAL
HEAD BASE

PUSHROD
BRACKET

(X2)

CLEVIS
(X4)

DRILL 1/32”
THROUGH
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MAIN
MAST

SECONDARY
MAST

PUSH
ROD

PUSH
ROD

CAST METAL and 3D PRINTED PARTS

PIN
(X2)

PIN SHOULD BE A
TIGHT PRESS FIT BUT 

IF NECESSARY,
USING A FINE WIRE,

APPLY CA (SUPER) GLUE
ON THE INSIDE OF
SIGNAL HEAD TO

PIN.
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OF LADDER
BRACKETS
OPTIONAL

FOLD AND 
ASSEMBLE

LADDER BEFORE 
ATTACHING 

TO MAST
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BRACKET

A
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B

Miniatures

Clean and Debur all Parts 
before beginning assembly. Some parts 

may need to be opened with 
a drill bit.

Tools You May Need:
1/32” Drill Bit
1/16” Drill Bit
#78 Drill Bit
Needle Files

CA Type Super Glue
Kristal Klear

Red, Green and Yellow Transparent Paint

The kit should be built in two assemblies ;  
The Spectacles and Head as one assembly 
and the main mast assembly.  

Prime and paint the completed head 
assembly flat black then fill the roundel 
openings with micro Kristal Klear and (when 
thoroughly dry) use a transparent paint (like 
Vallejo) for the  roundel color.  The 
transparent paints can be easily mixed 
together to allow an unlimited variation to the 
roundel color.

Prime and paint the finished mast assembly 
with a laquer based primer (Tamiya) and then 
paint it silver. Generally, the silver will look 
more prototypical if sprayed with Dullcote 
after.

Install the LED (sold separately) as shown 
and glue the signal head to the mast (as 
shown).

PAINTING

IMPORTANT !
READ THROUGH ENTIRE ASSEMBLY

AND TEST FIT PARTS BEFORE 
BEGINNING  !

Transparent Paint Sample
in Three Colors.

Item Number 0019

DRILL .016” (#78 DRILL)
IF NECESSARY BEFORE
REMOVING FROM THE 
SPRUE.  HOLD THE
SPRUE, DRILL THE HOLE
AND THEN CUT THE 
CLEVIS OFF THE SPRUE.

NOTE:
MAST TUBE SHOULD BE

INSERTED ONLY 
APPROX. 1/16”
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