
Miniatures

PARTS

PLEASE !!  READ THROUGH ALL OF THE INSTRUCTION STEPS BEFORE STARTING.  THE PARTS ARE DESIGNED TO BE 
PRECISE FITTING AND SOME ASSEMBLIES BUILD ON PREVIOUS STEPS.

SOME MODELERS PREFER TO BUILD THE STRUCTURE COMPLETELY BEFORE PAINTING.  ALL PARTS MAY BE PAINTED BEFORE ASSEMBLY WHILE THEY ARE 
STILL ON THEIR SPRUES.  ONCE THE WALL PARTS HAVE BEEN PAINTED, THEY CAN BE CUT FROM THE SPRUE.  INSTALLING THE WINDOWS AND DOORS 
AND SOME OF THE TRIM MAY BE ADVANTAGEOUS AT THIS POINT.  COMPLETED WALL SECTIONS CAN THEN BE ASSEMBLED PER THE INSTRUCTIONS.

1.  THE FIBER TASK BOARD (SHEET ‘A’) SHOULD BE PRIMED WITH AN ENAMEL (OIL) BASED PRIMER BEFORE APPLYING ACRYLIC PAINT.  IF THE ACRYLIC PAINT HAS 
TOO MUCH WATER SOLVENT IN IT, THE BOARD MAY SWELL.  IF IT DOES - .ALLOW IT TO DRY THOROUGHLY BEFORE PROCEEDING

2.  BEFORE YOU BEGIN CONSTRUCTION, TAKE THE TIME TO BECOME FAMILIAR WITH THE PARTS AND INSTRUCTIONS.  THE PARTS ARE NUMBERED TO 
MAKE IT EASIER TO FIND THEM ON THE SPRUES.  IN GENERAL, MOST PARTS CAN BE ASSEMBLED AND WILL HOLD THEMSELVES IN PLACE ALLOWING YOU TO 
APPLY GLUE TO THE TAB AND SLOT AREAS.

3.  THE WINDOWS AND DOORS HAVE A DOUBLE STICK ADHESIVE BACKING TO ALLOW THEM TO BE APPLIED TO THE GLAZING.   WE RECOMMEND THAT 
YOU PAINT THE WINDOWS AND DOORS WHILE THEY ARE STILL ATTACHED TO THE SPRUE.  SPRAY PAINT WORKS BEST FOR THIS.

4.  WE  RECOMMEND VALLEJO BRAND ACRYLIC PAINTS FOR THIS KIT.

AS WITH ALL OF OUR KITS WE HOPE YOU ENJOY BUILDING AND FINISHING THIS MODEL.  PLEASE LET US KNOW OF ANY SUGGESTIONS OR IDEAS YOU 
MIGHT HAVE TO IMPROVE OUR KITS.

PLEASE  VISIT  OUR  WEBSITE  AT  WWW.SHOWCASEMINIATURES.NET  TO  ENSURE  THAT  YOU  HAVE  THE  LATEST  VERSION  OF  THE  ASSEMBLY  
INSTRUCTIONS.
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It’s Our Promise... Showcase Miniatures     
R. Perez and Sons 

Car and Carriage Works
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NOTE:
WINDOW GLAZING IS NOT 

CALLED OUT IN THE DIAGRAMS.
MATCH THE GLAZING TO THE 

WINDOWS FOR ASSEMBLY.

WINDOW GLAZING
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SIGN GRAPHIC
CAST PEWTER PARTS



1STE
P

Insert TABS
into SLOTS

Window
Backing

(in place)

2STE
P

3STE
P

4STE
P

5STE
P

6STE
P

A3

A1
A2

A4

F4

F8

F5

F3

F2

F1

C6

C5

B2

B5

B8

F6

F10

F9

C8
IN PLACE

F7

F15

INSTALL THE
WINDOW/DOOR
BACKING PARTS

ASSEMBLE
THE MAIN
WALLS

ADD THE 
CROSS
WALLS

ADD THE 
END
WALLS

ADD THE 
END
WALLS

INSTALL THE
WINDOW/DOOR
BACKING PARTS

Window/Door Backing

should center on openings

to leave an edge to attach

the window and door

assemblies.NOTE:

Most parts will hold themselves in 
place to allow you to apply a small 
drop of glue on the tab/slot location.  
A super Glue accelerator can held 
sped up assembly.

We recommend using  Medium 
Thick Super Glue or Carpenter’s 
Glue for construction of the kit.  

WE RECOMMEND THAT
YOU PRIME THE ASSEMBLY

AFTER STEP 6 BEFORE APPLYING
PANELING

FRONT
VIEW

REAR 
VIEW

FRONT
VIEW

REAR 
VIEW

REAR 
VIEW

REAR 
VIEW

SLOT FOR ATTACHING
REAR DECK GANTRY

(REF. STEP 15)

NOTE:
THE FIBER BOARD

WALL PARTS SHOULD
BE PRIMED WITH AN
OIL BASED PRIMER
BEFORE PAINTING. 
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REAR 
VIEW

FRONT
VIEW

R. Perez and Sons 
Car and Carriage Works

D5

D6

D1

D7

B7

B6

C9

C10

NOTE:
SCRIBE LINES

ARE ON 
UNDERSIDE

7STE
P ADD THE 

CROSS WALL
PANELING

8STE
P ADD THE 

SUB ROOF
PANELS

8STE
P ADD THE 

CLERESTORY
WALLS

NOTE:
SCRIBE LINES

ARE ON 
UNDERSIDE

NOTE:
THESE PANELING PARTS

MUST GO ON BEFORE
CONTINUING TO

BUILD THE WALLS

FRONT
VIEW

REAR 
VIEW

FRONT
VIEW
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R. Perez and Sons 
Car and Carriage Works

B4

B4

F14
6 PLACES

G2

C3

C2

D12
(D13 OPPOSITE)

D8

9STE
P

10S
T
E
P

C7
IN

PLACE

D11

D26

D22

D26

D25

D22

C1

C4

D23

C24

C23

D19

D10

D23

C22

11S
T
E
P

B12 B11

NOTE:
SCRIBE LINES

ARE ON 
UNDERSIDE

FRONT
VIEW

REAR 
VIEW

FRONT
VIEW

FRONT
VIEW

NOTE:
SCRIBE LINES

ARE ON 
UNDERSIDE

12S
T
E
P

D13

NOTE:
ATTACH ROOF PANELS

WITH WOOD GLUE.
BE SURE TO PUT 

ADHESIVE ALONG EDGES
OF SUB-ROOF PANELS 
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R. Perez and Sons 
Car and Carriage Works

G1

G7

G4

D24

B3

E16
I 4

C20

G5

C16
C21

C15

C16

D9

E17
I 3

B9

C19

C17
C18

C7

D3

B1

G3

D16

D17

B13

I 2

E18

FRONT
VIEW

REAR 
VIEW

FRONT
VIEW

FRONT
VIEW

REAR 
VIEW

REAR 
VIEW

NOTE

D O O R  H E I G H T  M U S T  B E 

ADJUSTED IF TRACK IS TO BE 

RUN INTO THE BUILDING AS 

IN THE PROTOTYPE MODEL.

13S
T
E
P

14S
T
E
P

15S
T
E
P

16S
T
E
P

17S
T
E
P 18S

T
E
P

ROOF
AND
REAR DECK

ROOF

OFFICE
WALLS

REAR
DECK
GANTRY

FOR LOCATING
SLOT FOR REAR

SEE STEP 5

D18

B10

I 1
E18

D2

D4

F11

G6

NOTE:
ATTACH ROOF PANELS

WITH WOOD GLUE.
BE SURE TO PUT 

ADHESIVE ALONG EDGES
OF SUB-ROOF PANELS 
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E9
E10

E4

E2
E3

C14

E31

D21

E4

E5

GLAZING

GLAZING

FRONT
VIEW

LEFT VIEW

E8, E11, E13
2 PLACES

RIGHT VIEW

E4, E5, 
6 PLACES

E32,E35,E36
3 PLACES

19S
T
E
P

TYPICAL
WINDOW
ASSEMBLY

WINDOW AND DOOR
LOCATIONS

WINDOWS
AND 
DOORS

E1

FRONT VIEW

E1, E2, E3
26 PLACES

E4, E9, E10
1 PLACE

E22, E12,I 6,
1 PLACE

E6, E7, E30
1 PLACE

E19,E20,E12
& GLAZING

1 PLACE

D28

D26

E14

B14

I 5

E15
SIGN

REAR VIEW

E21, I 6,E12
1 PLACE

E13
1 PLACE

NOTE:
WINDOW GLAZING IS NOT 

CALLED OUT IN THE DIAGRAMS.
MATCH THE GLAZING TO THE 

WINDOWS FOR ASSEMBLY.



20S
T
E
P EVE AND

CORNER
TRIM

C12
(5 PLCS.) E24

E27

E25

C11

D9

D27

D27

E34

C11

E33

E33 AND E34
FIT UP UNDER

EVE

FRONT VIEW

C11, C12,E28 
UNDER EVE

C11, C12,E29
 UNDER EVE

REAR VIEW

E27

C12

C11

D14

C12

D15

E25

C11, C12,E29 
UNDER EVE

C11, C12,E28
 UNDER EVE

RIGHT VIEW

C12
E37

C11

D15

LEFT VIEW

C12 C11D15

E26

21S
T
E
P ROOF

TOP
VENTS

ASSEMBLY
D20

VENT ASSEMBLIES (6)
CAN BE PLACED AT

ANY POINT ON THE ROOF.
EITHER TOGETHER

(AS SHOWN IN IMAGES)
OR SEPARATELY.
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Paint Colors and Finishing Instruc�ons for the R. Perez & Sons Car & Carriage Works Building

Mortar: Vanilla

Brick: Burnt Sienna and Brown applied per the instruc�ons on Showcase Miniatures Trackside 

Talk page on their website:

h�ps://www.showcaseminiatures.net/trackside_talk/Pain�ng-Brick-Buildings---a-

Tribute-to-Bob-Ross-Post-by-Raul-Perez.html

Stucco-Base: 1x Vanilla, 1x Ivory

Stucco-Top: 2x Vanilla, 1 x Ivory

Building Body: 2x Hunter Green, 2x Light Taupe, 1x Ivory

Building Trim: 8x Hunter Green, 2x Light Taupe, 1x Ivory, 2x Brown, 2x Black

Weathering for the roo�op was done by:

1) Pain�ng the sub-roof panels black

2) Scuffing the roo�op material lightly with 220 grit sandpaper

3) Gluing the roo�op material in place with white glue and allow to dry thoroughly

4) Using the following three X-Acto blades in the order listed to carefully cut and li� sec�ons of the

roofing material at the laser-scribed seams:

a. #11 – Fine Point Blade

b. #17 – Lightweight Chisel Blade

c. #22 – Large Curved Blade

5) Drybrush with Black, Dark Gray, Gray, and White

6) Finish with Bragdon Enterprises weathering powders

NOTE: All colors listed “are Cra� Smart” water-based acrylics from Michaels, except for the Hunter 

Green, which is Rust-Oleum water-based latex from the local hardware store.
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