“Fidelity of Scale”

It’s Our Promise...

Showcase Miniatures

Steel Frame Signal Bridge
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[ ASSEMBLY

1) CAREFULLY CUT INDIVIDUAL PARTS OFF
THESPRUEAS YOU NEED THEM USING A
SHARP, HEAVY BLADED KNIFE ON AHARD
SURFACE.

2) THEPARTS FITTOGETHER USING TAB AND
SLOTJOINTS AND CAN BE HELD TOGETHER
IN PLACE WHILE APPLYING THE GLUE.

3) WERECOMMEND USING CATYPE
(SUPER GLUE) TO ASSEMBLE THE BRIDGE.
PLACE A SMALLAMOUNT OF SUPER GLUE
ON A PIECE OF PLASTICAND, USING ATHIN
WIRE, PUTJUSTATINY DROPON THETAB
AND SLOTJOINT.

4) ONCETHE ASSEMBLY ISHELD IN PLACE AT
THETAB AND SLOT JOINTS, MORE GLUE CAN
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BE APPLIED ALONG THE SEAMS.
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Showcase Miniatures

HOLD PARTS TOGETHER AND APPLY
ATINY DROPOFCA GLUE ATTHE
TAB AND SLOTJOINT

ONCETHE ASSEMBLY ISTACKED IN PLACE
ATTHETAB AND SLOT JOINTS, APPLY CA
GLUE SPARINGLY TO THE SEAMS AND
ALLOW ITTO FLOW INTO THE POINTS
WHERE THE PARTS TOUCH.

SEEFIGURE1
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APPLY THE NUTPLATES ASTHEY
ARE CALLED OUTTO COVERTHE
TABAND SLOTJOINTSON THE
TOWER ASSEMBLY.
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APPLY THE NUTPLATES ASTHEY
ARE CALLED OUTTO COVER THE
TAB AND SLOTJOINTS ON THE

TOWER ASSEMBLY.

o HOLD PARTS TOGETHER AND APPLY
! RIGHT ATINY DROPOF CAGLUEATTHE

(S TOWER  TABANDSLOTIOINT

ONCETHE ASSEMBLY ISTACKED IN PLACE
ATTHETAB AND SLOT JOINTS, APPLY CA
GLUE SPARINGLY TO THE SEAMS AND
ALLOW ITTO FLOW INTO THE POINTS
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Showcase Miniatures

& 0) CENTER
e SPAN

ENGAGEMENT END OF THE
SPAN WILLBE OPEN
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&4JO|N THE
t ' ASSEMBLIES MULTIPLE SPANS CAN BE

ADDED TOTHETOWERS
FOR ANY WIDTH OF THE BRIDGE

SMALLTABSFIT
INTO SMALL SLOTS

ENGAGEMENT OF THE
SPAN WITH THETOWER
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e [(NUTPLATE
) STRENGTHENER

USETHE NUTPLATES (PART C)
TOCOVERTHE JOINTS BETWEEN
THESPANS AND THE TOWER.
THISWILLSTRENGTHEN THE JOINT.
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SEE FIGURE 4
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PARTS ARE INCLUDED
FOR MOUNTING SIGNALS
ONTHE BRACKETS

PAINTING

1) THESIGNALBRIDGE CAN BE LEFTIN ITS
NATURAL METALFINISH OR PRIMED
AND PAINTED. WE SUGGEST ALL
PAINTING BE DONE AFTER THE BRIDGE
1S COMPLETELY ASSEMBLED.

2) WERECOMMEND TAMIYA LAQUER PRIMERS
AND VALLEJO METALLIC PAINTS.

3) FOR WEATHERING A PAINTED OR
UNPAINTED BRIDGE ASSEMBLY, WE
SUGGEST APPLYING A COAT OF TESTORS
DULL COAT SEALER. THISWILLGIVETHE
SURFACE A “TOOTH” FOR ANY
WEATHERING TECHNIQUES.
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