
PLEASE !!  READ THROUGH ALL OF THE INSTRUCTION STEPS BEFORE STARTING.  THE PARTS ARE DESIGNED TO BE PRECISE 
FITTING AND SOME ASSEMBLIES BUILD ON PREVIOUS STEPS.

THIS STRUCTURE KIT, WHILE APPEARING COMPLEX, IS DESIGNED TO BE EASY TO ASSEMBLE AND NEED MINIMAL PAINTING TO COMPLETE 
A FINISHED MODEL.  THE WINDOWS, DOORS AND TRIM CAN BE PAINTED WHILE STILL ATTACHED TO THE SPRUE.  SOME OF THE WINDOW, 
DOOR AND TRIM PARTS HAVE ‘PEEL AND STICK’ BACKING TO HELP WITH PLACEMENT.  IF DESIRED AND ONCE THE ‘STICK ON’ PARTS ARE 
ATTACHED, A TINY DROP OF SUPER GLUE CAN BE APPLIED TO FIX THEM IN PLACE.  AVOID GETTING SUPER GLUE CLOSE TO THE GLAZING 
PARTS.  SUB-WALL AND SUB-ROOF PARTS ARE DESIGNED TO FIT PRECISELY AND HOLD THEMSELVES IN PLACE WITHOUT ANY OTHER 
SUPPORT WHILE THE GLUE DRIES.  WE RECOMMEND A GOOD CARPENTER’S WOOD GLUE FOR ASSEMBLY (E-6000 GLUE OR SIMILAR FOR 
GLUEING LASER CUT PIECES TO THE PRINTED PARTS.

1.  BEFORE YOU BEGIN CONSTRUCTION, TAKE THE TIME TO BECOME FAMILIAR WITH THE PARTS AND INSTRUCTIONS.  SOME PARTS MUST 
BE ASSEMBLED IN A SPECIFIC SEQUENCE.  THE PARTS ARE NUMBERED TO MAKE IT EASIER TO FIND THEM ON THE SPRUES.  IN GENERAL, 
MOST PARTS CAN BE ASSEMBLED AND WILL HOLD THEMSELVES IN PLACE ALLOWING YOU TO APPLY GLUE TO THE TAB AND SLOT AREAS.

2.  THE WINDOWS AND DOORS HAVE A DOUBLE STICK ADHESIVE BACKING TO ALLOW THEM TO BE APPLIED TO THE GLAZING.   WE 
RECOMMEND THAT YOU PAINT THE WINDOWS AND DOORS WHILE THEY ARE STILL ATTACHED TO THE SPRUE.  SPRAY PAINT WORKS BEST 
FOR THIS.

3.  WE  RECOMMEND TAMIYA PRIMER AND VALLEJO BRAND ACRYLIC PAINTS FOR THIS KIT.
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N Scale 1:160
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It’s Our Promise...
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NOTE:
APPLY WINDOW BACKING

PARTS WITHIN THE SCRIBED
LINES ON THE SUB-WALL PARTS

AS SHOWN.
D4

D1D2
IN PLACE

D5

A9

F2

B9

D3
IN PLACE

F3
4 PLACES

F4
2 PLACES

F13

F4
4 PLACES
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2 PLACES
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F4
3 PLACES

F15
2 PLACES

F15
2 PLACES

F11

B11
IN PLACE

B10

C2

A1

C1

A2

F3

NOTE:
FIRST AND SECOND FLOORS

PASS THROUGH (D5).
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F3
6 PLACES

F4

F10

C5
IN PLACE

C7
IN PLACE

C6

I6

I1

H5

H1

H1
I1

I8

H2

NOTE:
APPLY WOOD GLUE TO

SUB-WALL COMPLETELY.
ESPECIALLY ON THE EDGES.

M1
IN PLACE

M2L1

IMPORTANT:
OUTER WALL MAY CURL

WHEN APPLIED.  KEEP 
PRESSING DOWN UNTIL

GLUE DRIES ENOUGH
TO HOLD IN PLACE.

ALIGN OUTER WALLS
WITH SUB-WALLS

AT THE WINDOWS.

L3

M3
IN PLACE

L2

L8

K4 K3
IN PLACE

K2
IN PLACE

K6

K11
IN PLACE

K1
IN PLACE

K10
IN PLACE

K7

K9

F3
4 PLACES

F4
4 PLACES A3

A4

A5A6

J6

F12

I4
H4

I7

I10
H6

FOR BEST RESULTS:
APPLY THE ‘PEEL AND STICK’ WINDOW
AND DOOR PARTS DIRECTLY TO THEIR

CORRESPONDING GLAZING PARTS
BEFORE CUTTING THE GLAZING

OFF OF ITS SPRUE.  THIS WILL
HELP WITH ALIGNING THE

WINDOW AND DOOR
PARTS TO THE GLAZING
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I12 AND H8
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4 PLACES

I5

I5

K5
OPP. K8
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H2

I1
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L5

F14

B2

B1
IN PLACE

F1

I2

H3

C4
IN PLACE

J1
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J9

J8

J7

H1

I8

L7
IN PLACE

L6
IN PLACE

J4, J5
OPPOSITE

E5

NOTE:
APPLY WOOD GLUE TO

SUB-ROOF COMPLETELY.
ESPECIALLY ON THE EDGES.
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B5

B7
IN PLACE

B8
IN PLACE

B6

E1

E4

B4

J12
ON WALL

E2

J13
ON EAVE

J15
ON EAVE

NOTE:
APPLY WOOD GLUE TO

SUB-ROOF COMPLETELY.
ESPECIALLY ON THE EDGES.

B3
IN PLACE

J14
ON WALL

J10
ON EAVE

J11
ON WALL

J10
ON EAVE

J15
ON EAVE

J14
ON WALL
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E10

A7

I3
15 PLACES

J3

J16

A8

E3

NOTE:
GLUE (A7) IN PLACE ON THE

STRUCTURE THEN GLUE (E10)
ON TOP OF (A7).

THEN GLUE (J3, J15) IN PLACE
UNDER THE EAVE OF (A7)

NOTE:
GLUE (A8) IN PLACE ON THE
STRUCTURE THEN GLUE (E3)

ON TOP OF (A8).
THEN GLUE (J3) IN PLACE
UNDER THE EAVE OF (A8)

A10

E7

J20J3

J3

S

J19

NOTE:
GLUE (A8) IN PLACE ON THE
STRUCTURE THEN GLUE (E3)

ON TOP OF (A8).
THEN GLUE (J3) IN PLACE
UNDER THE EAVE OF (A8)

E3

A8

J3
J3

NOTE:
GLUE (A6) IN PLACE ON THE
STRUCTURE THEN GLUE (E7)

ON TOP OF (A6).
THEN GLUE (J3) IN PLACE
UNDER THE EAVE OF (A6)
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17 PLACES

I11
3 PLACES

I13

G2

G2
IN PLACE

G1
IN PLACE

G4
IN PLACE

G5 

F6 OR F9
IN PLACE

F6 OR F9
IN PLACE

F8
IN PLACE

F7
IN PLACE

E8

E9

I13

H7
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F7
IN PLACE

G3
IN PLACE

G4NOTE:
FOLD CORNER BRICK TRIM

PARTS AND GLUE TO WALL.
IF NECESSARY, LIGHTLY SCORE

THE TRIM PARTS DOWN THE 
CENTER.

PAINT FOLD AND EDGES
WITH ‘BRICK’ COLOR PAINT.
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