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GENERAL INSTRUCTIONS:

PHILLIPS
FEED-SEED-FERTILIZER

1. Paint all parts while they are still attached to frets.
2. Assemble windows and doors to wall openings while walls are laying flat.
3. Window and door assemblies have self-adhesive backing but should be glued as well.
4. Use a carpenters grade white glue for assembly.

STEP 1 STEP2 DOOR BACK 1 1. Assemble windows as shown.
WINDOW FRAME B
2. Assemble doors as shown.
Q DOOR FRAME 1
DOOR MULL 1
NOTE: See layout sheet for part numbers.
STEP 3 STEP 4

FB-D

FB-C

FB-B

3. Assemble W-5, W-3
and W-8.

Glue FLOOR BRACES to
walls as shown:

FB-Ato W-5, FB-D to W-3,
FB-C to W-6.

4. Glue FB-B to
W-1.

NOTE: See layout sheet for part numbers.

STEP 6

5. Glue FLOOR into assembly.
Glue W-6 and W-9 into
slots in FLOOR.

NOTE: Orient FLOOR so that WALL6
will fit to tabs in WALLS3.

6. Glue W-1 to Assembly.

NOTE: See layout sheet for part numbers.

STEP7

SR-1

7. Glue SR-1 and SR-2 to
assembly.

8. Glue W-4 and W-7 to
assembly.

NOTE: See layout sheet for part numbers.




STEP 10

W-11
W-12
opposite

9. Glue W-2 and R-3 to
assembly.

10. Glue W-11, W-12 and
R-17 to assembly.

NOTE: See layout sheet for part numbers.

STEP 11 ms

SR-4

SR-6

SR-7

STEP12 /¢

11. Glue SR-4, SR-5, SR-6 and
SR-7 to assembly.

12. Glue W-14 to assembly.

NOTE: See part sheet for wall numbers.

STEP 14

Glue SR-9 to this side
of assembly.

13. Glue DECK to Assembly.
Glue FRS-1 and FRS-2 to
slots on deck and W-8.

14. Glue three FR-A and
two FR-B to SR-8
as shown. Glue one
FR-C as shown.

Glue SR-9 to opposite
side of frame assembly.

NOTE: See layout sheet for part numbers.

STEP 15

STEP 16

R-17

R-3

15. Apply R-1, R-2, R-8
and R-9 to assembly
as shown.

16. Apply R-3, R-6, R-7
and R-17 to assembly.
Install W-15 and W-16
to assembly.

NOTE: See layout sheet for part numbers.

STEP17 WeAOA

W-13B

ASSEMBLY
W-10

W-10B

ASSEMBLY
W-13

STEP 18
SR-10A

SR-10B

ASSEMBLY
W-10

17. Glue W-10A and W-10B
to W-10 to make
ASSEMBLY W-10.

Glue W-13A and W-13B
to W-13 to make
ASSEMBLY W-13.

18. Glue assembly W-10 and
assembly W-13 to
structure as shown.
Glue SR-10, SR-11, SR10A
SR-10B, SR-13A and
SR-13B to assembly.

NOTE: See layout sheet for part numbers.




R-5

R-13B

STEP 19

R-4

R-10A

STEP 20

RDG-10

19. Apply R-4 and R-5 to
assembly. Apply R-10A,
R-10B, R-13A and R-13B
to assembly. Apply R-10
and R-11 to assembly.

20. Apply Roof Ridge parts
as shown.

NOTE: See layout sheet for part numbers.

STEP 21 SLOTS FOR

PORCH DECK STEP RUNNERS

PORCH SUBFLOOR

PORCH FRAME

PORCH POSTS

PORCH DECK

STEP 22

PORCH SUPPORT

STEP
ASSEMBLY

21. Glue PORCH SUBFLOOR
to PORCH DECKas shown.
Glue PORCH POSTS into
slots on PORCH DECK
as shown.

Glue PORCH FRAME onto
PORCH POSTS as shown.

Glue the PORCH SUPPORT
as shown. Glue PORCH
SUPPORT END on each
end of porch. Glue STEP
assemblies as shown on
each end of porch.

NOTE: See layout sheet for part numbers.

22.

STEP 23

STEP 24

PORCH SR

23. Glue porch RAFTERS
to slots in wall W-1 and
grooves in PORCH
FRAME as shown.

24. Glue PORCH SR to
RAFTERS. Apply
PORCH ROOF to

PORCH SR.

STEP 25

TRIM
(Typical at corners)

STEP 26

SILO DISKS

“T” orientation
marks

SILO VERTICALS

SILO INTERIOR
SUPPORT
ASSEMBLY

(Make 2)

. Glue B-1 and B-2 to W-3
Apply corner TRIM to
assembly per wall callouts

WALL #

separated with parts:

i
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26. Assemble silo interior
support as shown.
VERTICALS should
slide snugly into disks.
Notice orientation
of “T” marks.

STEP 27
siLo S — SILO INTERIOR
WALL SUPPORT
1
[
g
APPLY SILO BASE
GLUE TO
SURFACE

STEP 28

27. Coat inside surface

of SILO WALL with
glue. Wrap wall

around SILO INTERIOR
ASSEMBLY and secure
with tape. Attach acrylic
BASE to bottom of silo.

NOTE: Horizontal scribe marks are closer
together at bottom of SILO.

28. Finished assembly
without windows and
doors.




Paint Colors for Phillip’s Feed & Seed

Material List, Order, Paint Mixing Ratios and Instructions:

1) Primer:
ACE 12 oz. spray can of Interior/Exterior Chocolate Brown Gloss Enamel #17012

Several coats of the primer were used to paint the entire inside and outside of the building after
it was assembled.

2) Body Color:

20x Dead White 72.001
2x Golden Yellow 70.948
1x Sky Gray 70.989

3) Trim Color:
4x Green Tail Light 308

3x Sky Gray 70.989
3x Black 72.051
2x Golden Yellow 70.948

4) Building Brick Colors:
Flat Brown 70.984
Burnt Cad Red 70.814
Light Rust 301
Black 72.051
Dead White 72.001

See instructions for painting aged brick on Showcase Miniatures website.

5) Rooftops:

PAINT:
° Cold Gray 72.050
° Sky Gray 70.989
. Dark Rust 302
° Flat Brown 70.984
° Light Rust 301

BRAGDON ENTERPRISES WEATHERING POWDERS:
° Light, Medium and Dark Rust

After covering the entire surface with the Cold Gray color, each of the other colors listed above
were lightly dry-brushed with an emphasis of where rust would normally accumulate on the
panels.

Once dry, several of the Bragdon Enterprises rust-colored weathering powders were applied to
give the rust on the rooftops a “dead-flat” appearance.
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